gLl

2 - 6" ¢ Steel
See Detail B

pipes

Cable clamped to anchor or joint restrainer
assembly {(One per cable) See Note 5.

0’-o"

Cable both sides

Pipe joints —] 74" (galvanized)

I
"

CABLE ANCHORAGE

End cable anchorage on las+t
section of downdrain (see
Cable Anchor Terminal Detail)

1/," Pipe stakes,
6'-0" Long,
one each side

1_gn
Min

Energy dissipation
not shown

SYSTEM

Cable 6 x 19 - IWRC
(Galvanized)

Thimble
1" x 1'-6" Jaw and

jaw turnbuckle
0G or fill slope

Pipe cap\[

36" Wall thickness
5 LS
T
N

See Detail C
L]

Thimble

Cable clamps

DETAIL A

Pipe downdrain

i

o —
:NT ¥a" ¢ cable
‘ ks
Steel pipe
77\]&7‘; Class 4 concrete
DETAIL B

STEEL PIPE PILE DETAILS
FOR CABLE ANCHORAGE SYSTEM

POST MILES

D]ST‘ COUNTY ‘ ROUTE ‘ TOTAL PROJEGT

SHEET| TOTAL
NO. |SHEETS

Dby = O

¥" x 2" Steel band REGISTERED CIVIL ENGINEER

Clip spacing
4'," c-C
Ve May 1, 2006
PLANS APPROVAL DATE
7he State of Callfornia or Its officers or
agents shall ot be respansible for #he acouracy
or completeness of electronic coples of this plan
feet.

¥" 8 Cable

See Detail A

DETAIL C
BAND AND CABLE ASSEMBLY DETAIL

FOR CABLE ANCHORAGE SYSTEM

Saddle
Clamp

Cable clamps
VAL
Y or Yy 4 @ 44" c-C
Thimble,
See Note 3

Cable anchor plate
see Plate Detall

Cable clamp
¥," (Galvanized) Cable

CABLE ANCHOR TERMINAL DETAIL

See Note 3

END VIEW

NOTES:

1. All hardware to be galvanized after fabrication. All pipe stakes
to be either galvanized after fabrication, or be fabricated from
pre-galvanized pipe. [f pre-galvanized pipe is used, weld areas
shall be cleaned, and painted with zinc-rich primer.

. Diameter of downdrain 24" maximum.

N

4/8"

o

. ¥" ¢ cable shown, 2" ¢ cable is allowable for pipe downdrain
diameters of 8" to 15". Use 1!%;" dimension for ¥," cable and
11/4" dimension for !4," cable.

4. Slip joints not shown.

5. See Standard Plan D87A for Corrugated Metal Pipe Downdrain
Anchor Assembly. See Standard Plan D87B for Plastic Pipe Joint
- Restrainer Assembly.

14"

6. Cable shall not contact soil in finished position. Either adjust
position, or replace affected portion of cable with galvanized

4

3/‘1H

=1

i steel rod of equivalent diameter.

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

CABLE ANCHORAGE

1"
2"
o

1/

2/a"

SYSTEM
NO SCALE

PLATE DETAIL
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